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PART 1 - GENERAL

1.1 REFERENCES

The publication listed below forms a part of this specification to the extent referenced. The publication is
referred to in the text by the basic designation only.

FEDERAL SPECIFICATIONS (FS)

FS TT-P-1952 (Rev. D) Paint, Traffic and Airfield Markings, Water
Emulsion Base

1.2 SUBMITTALS

Submit the following in accordance with Section 01330, "Submittal Procedures."

1.2.1 SD-03 Product Data

a. Paints for roads and streets

1.2.2 SD-06 Test Reports

a. Paints for roads and streets

1.2.3 SD-07 Certificates

a. Paints for roads and streets

b. Construction equipment list

1.2.4 SD-08 Manufacturer's Instructions

a. Paints for roads and streets

b. Submit manufacturer's Material Safety Data Sheets.

1.3 DELIVERY AND STORAGE

Deliver paints in original sealed containers that plainly show the designated name, specification number,
batch number, color, date of manufacture, manufacturer's directions, and name of manufacturer. Provide
storage facilities at the job site for maintaining materials at temperatures recommended by the
manufacturer. Make available paint stored at the project site or segregated at the source for sampling not
less than 30 days prior to date of required approval for use to allow sufficient time for testing. Notify the
Contracting Officer when paint is available for sampling.

1.4 WEATHER LIMITATIONS

Apply paint to clean, dry surfaces, and unless otherwise approved, only when air and pavement
temperatures are above 50 degrees F for water-based materials, and less than 95 degrees F. Maintain paint
temperature within these same limits.



Federal Law Enforcement Training Center Section C – Specifications
FTC 01-A04 Construct Office Building #25, Artesia, New Mexico 02761 - Pavement Markings

02761-2

1.5 EQUIPMENT

Machines, tools, and equipment used in the performance of the work shall be approved by the Contracting
officer and maintained in satisfactory operating condition. Submit construction equipment list approval by
the Contracting Officer.

1.5.1 Paint Applicator

Provide hand-operated push-type applicator machine of a type commonly used for application of paint to
pavement surfaces. Paint applicator machine shall be acceptable for marking small street and parking
areas. Applicator machine shall be equipped with the necessary paint tanks and spraying nozzles, and
shall be capable of applying paint uniformly at coverage specified.

PART 2 - PRODUCTS

2.1 MATERIALS

2.1.1 Paints for Roads and Streets

a. FS TT-P-1952, color as indicated.

PART 3 - EXECUTION

3.1 SURFACE PREPARATION

Allow new pavement surfaces to cure for a period of not less than 30 days before application of marking
materials. Thoroughly clean surfaces to be marked before application of the paint. Remove dust, dirt, and
other granular surface deposits by sweeping, blowing with compressed air, rinsing with water, or a
combination of these methods as required. Remove residual curing compounds and other coatings
adhering to the pavement by waterblasting. Scrub affected areas, where oil or grease is present on old
pavements to be marked, with several applications of trisodium phosphate solution or other approved
detergent or degreaser and rinse thoroughly after each application. After cleaning oil-soaked areas, seal
with shellac or primer recommended by the manufacturer to prevent bleeding through the new paint.  Do
not commence painting in any area until pavement surfaces are dry and clean.

3.2 APPLICATION

3.2.1 Painting

Apply paint pneumatically with approved equipment at rate of coverage specified herein. Provide
guidelines and templates as necessary to control paint application. Take special precautions in marking
numbers, letters, and symbols. Manually paint numbers, letters, and symbols. Sharply outline all edges of
markings. The maximum drying time requirements of the paint specifications will be strictly enforced, to
prevent undue softening of bitumen, and pickup, displacement, or discoloration by tires of traffic.
Discontinue painting operations if there is a deficiency in drying of the markings until cause of the slow
drying is determined and corrected.
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3.3 FIELD TESTING AND INSPECTION

3.3.1 Sampling and Testing

As soon as the paint materials are available for sampling, obtain by random selection from the sealed
containers, two quart samples of each batch in the presence of the Contracting Officer. Accomplish
adequate mixing prior to sampling to ensure a uniform, representative sample. A batch is defined as that
quantity of material processed by the manufacturer at one time and identified by number on the label.
Clearly identify samples by designated name, specification number, batch number, project contract
number, intended use, and quantity involved. Test samples by an approved laboratory. If a sample fails to
meet specification, replace the material in the area represented by the samples and retest the replacement
material as specified above. Submit copy of the test results to the Contracting Officer. Include in the
report of test results a listing of any specification requirements not verified by the test laboratory. At the
discretion of the Contracting Officer, additional samples provided may be tested by the Government for
verification.

3.3.2 Inspection

Examine material at the job site to determine that it is the material referenced in the report of test results
or certificate of compliance. A certificate of compliance shall be accompanied by test results
substantiating conformance to the specified requirements.

3.3.2.1 Surface Preparations and Application Procedures

Surface preparations and application procedures will be examined by the Contracting Officer to determine
conformance with the requirements specified. Approve each separate operation prior to initiation of
subsequent operations.

3.4 TRAFFIC CONTROL AND PROTECTION

Place warning signs near the beginning of the work site and well ahead of the work site for alerting
approaching traffic from both directions. Place small markers along newly painted lines to control traffic
and prevent damage to newly painted surfaces. Mark painting equipment with large warning signs
indicating slow-moving painting equipment in operation.

END OF SECTION


